WHAT YOU NEED TO KNOW... ,IIIII
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Fire Prevention Saves Lives

Pressure Gauge

Handle or Trigger

Hose & Nozzle )
Product Label

According to NFPA 2013 statistics, fire depart-
ments responded to an estimated 1,240,000 fires.
These fires resulted in 3,240 fatalities, 15,925 inju-
ries, and an estimated $1 1.5 billion, in property
loss. That is one fire every 25 seconds.

What to do in the event of a Fire
However, this only tells a portion of the story...

P - Pull Pin. This will also break the

In a recent study in the early stages of fire, re-
Y VSR 2 Tamper Seal.

searchers found that:
A - Aim Low... The nozzle or horn
5,326,000 = Fires Handled solely by extinguishers. at the base of the fire.

S -"Squeeze Handle to release extin-

1,997,250 = Fires handled by extinguishers without guishing agent.
fire department being notified.

S - Sweep side-to-side, until fire is
$4.998 Billion = Estimated cost savings to property out. Watch for re-ignition. Squeeze ‘-..'].
loss. ' b
€ ue: )

Countless = Lives Saved! “ EVA IMMEDIA
=

-
Vo | T




The A, B, C’s of Extinguishers

“A” Ordinary Fires; Tike wood, paper, clothes
“B” Flammable Liquids; Tike gas or oil

“C” Electrical
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TYPES OF FIRE EXTINGUISHERS

TYPICAL
AGENT

CLASS OF FIRE USE EXAMPLE

Product Information

CLASS D DRY POWDER Combustible Metal Fire | Combustible metals

See fast facts for further extinguisher knowledge

Inspecting and Maintaining my Extinguisher? See Class Labels Below...

Some extinguishers may have multiple symbols and uses. Example: ABC or BC
extinguishers. Check with purchasing vendor to ensure you purchase the right
extinguisher for the right use.

DISTANCE TO TRAVEL

CLASS DISTANCE IN FEET
CLASS A 75

Based on Degree of Class A or B

SR Hazards
CLASS K 30

INSPECTION AND MAINTENANCE

INSPECTION INSPECTION TYPE BY WHO

New Visual Inspection Owner or designated person

Annual Annual Inspection & Maintenance By qualified vendor

12 Year Hydrostatic Test By qualified vendor

Note: See qualified vendor for maintenance requirements of your specific extinguishers

FIRE EXTINGUISHER
RECHARGE &
MAINTENANGE RECORD

INSTRUCTIONS

RECHARGE RECORD
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Inspecting and Maintaining
my Extinguisher?

When: Check when put in
place and every 30 days

1.
2.

Check the distances

Make sure view or access

is not obstructed

In proper place &

mounted

Dial Pressure gauge read

“full”; in the green

Hose & Nozzle are intact

& not obstructed.

Pin & Tamper seal in

place

Free of dents, rust, cracks

in cylinder body or

attachments

All parts are operable

Label is legible

Service & Inspection tags

in place.

. Hydrostatic test date
current

. Clean of dirt, oil, grease

3.



